GREEN  RED
BLUE SEND  DOOR
LED swiTeH swirtcH -=P LED
| Qg O O g
] =) L i &
% 7 o § Ll 4
[ o e

6 CONDUCTOR

RED—{C—RED

BLK—00—— WHT-

NOTE

GREEN LED ON
SIGNIFIES
CARRIER
ARRIVAL

RED LED ON
SIGNIFIES
SYSTEM IN USE

15VA

I—

VACUUM
MOTORS

BLUE GREEN

SEND DOOR

RED

LED SWITCH switck -=P
7
O g
50 Ll
I

——RED

BLK—LCO——WHT-C

—RED—CLC0—RED-A

) //2 CONDUCTOR

A T

MOTOR NOT USED
IN 3 INCH SYSTEM

T

BLUE LED ON
CABLE SIGNIFIES
1 CARRIER
ARRIVAL AT
\ OTHER STATION
|_Lb,________________ V__
2 CONDUCTOR—__ | . T
22 GA N N N\ -
| é L
1
1
] ¥ 5 v z =z
| i =23 &5
. ] -
' |
| [[e+——=REM DOOR LOCK —BLU BLU
' 9—40?5!;4/ RED LED 7ELK BLK
1 e———L_L0C DOOR LOCK 7‘BLU
| e—+—10C RED LED——BLK
4 ED

f o |[GROUND

e——REM GREEN LED —WHT WHT
1 e—+—~_L0C GREEN LED —WHT
| 4\ RED RED

e——REM DOOR SW ——GRN GRN

e————0C DOOR SW——GRN
1 || &= 4V ED
! = VAC MOTOR WHT

e——PRESS MOTOR ——BLK
| 4V RE

e——REM SEND BRN
(] e—+—10CAL SEND ——BRN

o—t 24V
. ] s PRESSURE L VaCuM il
| . MOTOR & b MOTOR z

RELAY RELAY
' s || |
! =
| TRANSFORMER =
PRIMARY- 120V,

V' SECONDARY- 24V Cn
1
1
1
1
1
1
1
1

‘g\\\>>14/3 MOTOR

CORD

PRESSURE
MOTORS

T !
Zj/ |
OTOR NOT USED

IN 3 INCH SYSTEM

. === vomRBOXC

TO SECURE GROUNDING LUG TO
#10 SHEET METAL SCREW.
USE UL LISTED GROUND LUG

FRAME USE

NOTE

PLUG IS NOT SUITABLE
AS A DISCONNECT

USER MUST SUPPLY

A SUITABLE DISCONNECT

PDWER——/////X7

CORD

VOLTAGE-120VAC
14 AMPS

1 HP SINGLE PHASE/S0/60 Hz

20 AMP BRANCH CIRCUIT

PROTECTION TO BE

PROVIDED BY OTHERS
DURING FIELD INSTALLATION

6 CONDUCTOR
PERIPHERAL
CABLE

EEILE

PNEUMATIC,INC

%
4
4 (863>644-4870

5\
27

INFORMATION
CONTAINED HEREIN
IS PROPRIETARY TO
EAGLE PNEUMATIC,
INC ALL RIGHTS
RESERVED

TOLERANCES

UNLESS OTHERWISE SPECIFIED
FRACTIONS +/-1/32"
DECMALS +/-.005"

REVISIONS: 6.-07/24/03

_ 7.-10/26/06
éfﬁfﬁﬁ?%% 8.-04/04/07
3.-04/10/03 9-01/05/11
4-04/21/03  10.-10/06/13
5.-07/07/03

DRAWN BY: JAC/DTS

DATE10/30/02

NAME

WIRING DIAGRAM
MINI MARK II

M2 PCB

REMOTE ARRIVAL
INDICATORS

UPTIONS

BLUE LEDS INDICATE
ARRIVAL AT
OPPOSITE STATION

PART NU

E-11881-2-A

CADFILE: ARO




